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PRO-ROAD  LED MKL

Art. 40 288 012 - 12/24V Kabel 0,5m

Art. 40 288 212 - 12/24V Kompaktst.

 

PRO-ROAD LED MKL

LED Mehrkammerleuchte
LED Rear Combination Lamp

PRO-ROAD

PRO-M-ROAD LED MKLPRO-M-ROAD  LED MKL

Art. 40 288 001 - 12/24V Kabel 0,5m

 

Art. 40 288 002 - 12/24V Kabel 0,5m

 

LED Brems-Blink-Schlussleuchte

LED Stop-Tail-Dir.Indicator Lamp
 

LED Brems-Blink-Schlussleuchte

LED Stop-Tail-Dir.Indicator Lamp
 

LED Nebelschluss-/Rückfahrleuchte

LED Fog-/Reversing Lamp
 

PRO-ROAD FR  LED NSL/RFS

273

Kabel 0,5m/Cable 0,5m

LED Kontrollgerät 50 125 ... dient zur Überwachung 
der Schlusslichtfunktion! 

LED Control Gear 50 125 ... monitors the 
tail light function

                                                

Art. 50 125 012 - 12V

Art. 50 125 000 - 24V

LED Kontrollgerät

Art. 50 136 000 - 12V

Art. 50 136 024 - 24V
LED Kontrollgerät 50 136 ... dient zur Überwachung 
der Blinklichtfunktion!   Blinkerausfallkontrolle

LED Control Gear 50 136 ... monitors the 
direction indicator function

                                                

LED Kontrollgerät

PRO-LCG 50 135 000 dient zur Überwachung der 
Brems-Blink-Schlusslichtfunktion!

LED Control Gear 50 135 000 monitors the stop light -, 
tail light - and direction indicator function                                                

Art. 50 135 000 - 24V

 

      PRO-LCG  

LED Kontrollgerät
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Stecker 4-polig/Connector 4-poles
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PRO-ROAD FR  LED NSL/RFS

Kabel 0,5m/Cable 0,5m

Kabel 0,5m/Cable 0,5m

LED Leuchte PRO-ROAD
- modernes Design
- Lichtscheibe aus bruchfestem 
  Polycarbonat
- Gehäuse wasserdicht verschlossen
- besonders flache Bauform
- 12V / 24V einsetzbar, IP69K
- Anschlussleitung 0,5m oder
  Kompaktstecker 4-polig

 
  

LED Lamp PRO-ROAD
- modern design
- Lens is constructed of 
  unbreakable polycarbonate
- lamp waterproof casted
- very low profile 
- 12V / 24V multivoltage, IP69K
- cable 0,5m or 
  connector 4-poles

  

40 288 012  Rückansicht/Back View 40 288 212  Rückansicht/Back View

LED Leuchte PRO-M-ROAD
- kleine, kompakte Bauform
- Lichtscheibe aus bruchfestem 
  Polycarbonat
- Gehäuse wasserdicht verschlossen
- besonders flach aufbauend
- 12V / 24V einsetzbar, IP69K
- Anschlussleitung 0,5m 
  

 
  

LED Lamp PRO-ROAD
- modern design
- Lens is constructed of 
  unbreakable polycarbonate
- lamp waterproof casted
- very low profile 
- 12V / 24V multivoltage, IP69K
- cable 0,5m or 
  connector 4-poles

  

LED Lamp PRO-M-ROAD
- small, compact housing
- Lens is constructed of 
  unbreakable polycarbonate
- lamp waterproof casted
- very low profile 
- 12V / 24V multivoltage, IP69K
- cable 0,5m 
  

  
40 288 001  Rückansicht/Back View

LED Leuchte PRO-ROAD FR
- kleine, kompakte Bauform
- Lichtscheibe aus bruchfestem 
  Polycarbonat
- Gehäuse wasserdicht verschlossen
- besonders flach aufbauend
- 12V / 24V einsetzbar, IP69K
- Anschlussleitung 0,5m 
  

 
  

LED Lamp PRO-ROAD FR
- small, compact housing
- Lens is constructed of 
  unbreakable polycarbonate
- lamp waterproof casted
- very low profile 
- 12V / 24V multivoltage, IP69K
- cable 0,5m 
  

  

40 288 002  Rückansicht/Back View
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